
FOR DRY TONER



DigiTuff® EZ Floor is the first R10 rated 1-part floor 

sticker suitable for DRY TONER printers 

Traditionally Floor Graphics have been the domain of Wide Format printing, but thanks to 

its Dry Toner Advanced Coating Technology, DigiTuff® EZ Floor Dry Toner opens the 

opportunity for commercial printers or copy shops without wide format printers to print 

floor graphics on their dry toner devices. 

Excellent for short run print on demand floor signage solutions - No nonslip rated 

lamination needed - Ready to apply straight out of the printer output trayé

Extremely relevant today with the prevailing COVID-19 situation and social distancing. 

Ideal for tomorrow to increase your advertising space revenue.



Key Features 

ÅAnti Slip Rated ñSharkskin effectò textured surface.

Å Indoor R10 anti-slip rating.

Å UK Certified Pendulum Low Slip Test.

Å Ansi A 137.1 US Certified Pendulum Low Slip Test.

Å BFL S1 Fire rated certified.

Å ONE part Floor Graphic system ïNo non slip extra 

lamination required.

Å PVC free.

Å Polyester based, no stretching or distortion, no rim of 

adhesive left over time.

Å Easy apply & reposition, suitable for all hard & smooth 

surfaces and low pile carpets.



Floor Slip Testing óRô Ratings and why is it so 

important?

An ñR anti slip ratingò is a performance rating attributed to flooring 

products such as tiles. The ñRò refers to a method of measurement 

called a ñRamp Testò

This test is a shod foot test where an individual walks on a wet surface 

wearing safety boots whilst being held by a harness. The angle of the 

ramp is adjusted and whilst doing so the degree at which the individual 

slips, generates an R-Value.

For Indoor applications R10 will suffice provided there are not any 

excessively steep slopes.



ONE SIZE 
FITS ALL

Sheet
Size

SRA3

Pack 
Size

50

Product name

DigiTuffEZ Floor Dry Toner

Thickness
(micron)

Face 180um
Total 300um

GSM

346

Adhesive
after 24 hrs

Removable
8.5+ N/25mm



Compatibility guidelines

Å Devices need to have capability to print 350gsm media.

Å Best suited for medium to high speed production printers.

Å Run on heavyweight paper settings.

Å Use bypass trays (for straightest path through printer) where 

possible.

Å Use image quality adjustment systems to optimise print quality 

where available ïe.g.. Xerox SIQA system. 

Å Use output to top trays where possible.

Å Recommended on Ricoh C9210, C5300, Xerox Versant, Xerox 

iridesse, Xerox Igen, OKI 9541/9542, Konica Minolta 1100 & 

C14000

Å Not recommended on HP Indigo devices.

Å Recommended print trial before production run


